
FIGURE 20
LABORATORY ANALYTICAL RESULTS:  5-DAY BOD and TOC
ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND

PILOT SCALE TEST COMPLETION REPORT
Rico-Argentine Mine Site
Dolores County, Colorado
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FIGURE 21
LABORATORY ANALYTICAL RESULTS:  SULFATE and SULFIDE

ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND
PILOT SCALE TEST COMPLETION REPORT

Rico-Argentine Mine Site
Dolores County, Colorado

0
100
200
300
400
500
600
700
800

Su
lfa

te
 (m

g/
L)

Rock Drain In Rock Drain MP Wetland Out

1.5 gpm 3 gpm 6 gpm
Flow Reduction
4 gpm   0 gpm 2 gpm

Rock Drain MP result on 
4/11/13 not reliable and 
omitted from trend.

120

140

160

0

20

40

60

80

100

120

Su
lfi

de
 (m

g/
L)

Rock Drain In Rock Drain MP Wetland Out

P:\Project\16000s\SA11161300 - Rico-Argentine Mine Site\4000_REG ISSUES\4040 
TreatStudyRpts\2013\WetlandPS\Completion\Fig_Tbl\Rico_WetlandPS_Rpt_F20-26_Metals_131101

AMEC Environment & Infrastructure, Inc.
Page 1 of 1



FIGURE 22
LABORATORY ANALYTICAL RESULTS:  ARSENIC

ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND
PILOT SCALE TEST COMPLETION REPORT

Rico-Argentine Mine Site
Dolores County, Colorado
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FIGURE 23
LABORATORY ANALYTICAL RESULTS:  IRON

ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND
PILOT SCALE TEST COMPLETION REPORT

Rico-Argentine Mine Site
Dolores County, Colorado
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FIGURE 24
LABORATORY ANALYTICAL RESULTS:  MANGANESE

ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND
PILOT SCALE TEST COMPLETION REPORT

Rico-Argentine Mine Site
Dolores County, Colorado
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FIGURE 25
LABORATORY ANALYTICAL RESULTS:  CADMIUM

ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND
PILOT SCALE TEST COMPLETION REPORT

Rico-Argentine Mine Site
Dolores County, Colorado
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FIGURE 26
LABORATORY ANALYTICAL RESULTS:  ZINC

ST. LOUIS TUNNEL DISCHARGE CONSTRUCTED WETLAND
PILOT SCALE TEST COMPLETION REPORT

Rico-Argentine Mine Site
Dolores County, Colorado
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